
HD1000 
Super loud electric horn set with cover  

For all Harley Davidson Models with Original horn mounted below left side of fuel tank. 

INSTALLATION INSTRUCTIONS 

1. Lay out and familiarize yourself with the supplied parts. Remove the seat or side cover as 

required per your model to gain access to the battery terminals.. Remove the ½’ wrench size 

Acorn nut which secures the stock horn to its rubber isolator mount. Remove and unplug the 

wires from the stock horn.  

 

2. Place the four supplied washers onto the stud on the rubber isolator mounts stud. 

 

3. Looking at the two original horn wires on the motorcycle that one will have stripe on the 

wire. Plug the connector from this wire into the connector on the short wire on the new horn 

set. Place the mounting hole of the horn set onto the stud with washers and start the supplied 

new Acorn nut onto the stud. Check that the wires are not pinched and the gray cable routes 

up over the stud and towards the rear then while holding the horn set level tighten the acorn 

nut securely. Secure any loose wires with the supplied cable ties. 

 

4. Route the gray cable up over the rear cylinder head, thru the frame if needed and back to the 

battery. Connect the black wire from the cable to the battery (_) negative terminal or a 

suitable nearby ground. 

 

5. Connect the supplied fuse wires forked terminal to the battery positive (+, RED) terminal. 

Turn on the ignition and test the horns. If they do not work you most likely did not connect 

the wire from the new horns to the striped wire from the motorcycles original horn wire. 

Recheck and try the other wire.  

 

6. Secure any loose wires using the supplied cable ties. Replace the seat and or side covers.  

 

RIVCO Products, Inc.  

440 S. Pine St., Burlington, WI. 53105  

262-763-8222   rivcoproducts.com  

To register your warranty and see many other cruiser  

and bagger accessories, please visit our website. 

 


